Thermometer fir Fiibrungsioger
Thermometer for guide bearing

Schnitt A-8
Section A -8

Upstream
Oberwasser

Direction of rotation
Drehrichtung

Section C-0

Cleaning of the oil_cooler

1t is allowed to take only one cooler oul of peration during normal
rate of tne generator.

Water side

Llose the valves in both waler piping.

Release the water:

Toke away the upper cover of the ail cooler.

Llean the inside of the pipes by means of the delivered brush.
The water chamber must be vented, when putiing back the cooler
into operation.

0i_side .

the vaives in the water and in the oil pipings.

Release water and ofl.

Loose the connection of the cooler and take it oway through the
hatch in the generator floor: o
Remove the both covers and puil oul the pipe bundie in direction
of the lower cover.

Assembly viceversa.

The oif cooler rmust be vented in ol side ond water side, when it
Js put back into operation.

The released oil must be filled back.

Bei Vermendunyg einer aubenliegenden FPumpe ist der Olspiegel
auf Kote #333.200 abzusenken.

Hove down the oil-level by employment of a pump oulside the
machine at elevation 1333.200.

Bei ener [ Pumpe Ist die
abzubauen. Siehe Zehng.  Olfihrung und Kiklereinbau®
By employment of a pump outside the machine
take away the pipe of warm oil.
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Laufer mittels der Hebebicke um max. 10 mm anheben und durch
Anziehen der Feststellmuttern an den Bremsen sichern.

Inneren Spurtopfdeckel Teil 7 entfernen.

4-teiijgen GuBeren Spurtopldeckel Teil 8 entfernen.

8 ablussen.

AuBeren Fuhrungsbotzen entfernen.

Axial- Logersegmente herausziehen.

Revision des Fihrungsiagers siehe Zeichnung , Ausbauvorrichtung
fir oberes Fibrungsiager

Der erfolgt jeweils
Reihenfolge.

Reinigen_des Olkiiblers
Weihrend des Betriebes darf nur 1 Kiler abgeschaliet werden.
Wasserseiti

6B in urmgekehrter

Beide Abspertschieber in den Wasserleiturgen vor dem Kihler schiieBen.

Wasser abiossen.

Obere Wasserkammer abnehmen.

Rohre kinnen nun mit Hilfe der mitgelieferten Biirste wasserseitig
gereinigt werden.

Bei Wiederinbetriebnabme ist der Kiihler wasserseitig zu entldiften.
Jiseitig

Absperrschieber in Wasser und Olleitung schiieBen.

Wasser und 0l ablassen.

Glkiihler durch die Offnung im Krafthaus flur ausbauen.

Nach dem Abnehmen beider Wasserkammmern 168t sich das Rohrbindel

nach der Seite
« befinden.w
e erfolgt si

on der sich Wosser

in umg: i
Bei Wiederinbelriebnahme ist der OBliiihler sowohi auf der Wasserseite

wie quch ouf der Uiseite 2u entliften.

Oas ol ist wieder
im DW il 12in den Tragkopf eingeschroubt und durch Verstemmen
gesichert. Tei lose mitgeliefert. Bei Vermendung einer aubenliegenden

Pumpe & Bohrungen it T.1{ verschlossen und 3 Bohrungen bleiben frei.
Put the item 12 info the thrust block in the workshop ond blockit
by calking. Deliver item 1 to the field as spare part.

Inspection_of the

ods Bholes remain free.
Lift the rofor with the jacks for 10 mm max and [ix it by the
adjusting lock nufs of the jacks.

Lift the " inner bearing cover ! item 7.

Lift the " bearing cover ! item 8.
Release the oil

By employment of a pump outside the machine put 6xitem 11 into the thrust block.
fhre

Remove the set pins of the pads and the thermometers if pecessary.

Pull out the pads.
Assembly viceversa

Inspection of the guide bearing see drawing "assembly device for
upper guide bearing . "
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See drawing:* Piping for bearing oll'" * ! T
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! die &entile rur halb zu offnen. i | * \x\ v\,\ Wxialiager, Montagezeichnung (1:25
- . By employment of a pump outside the machine m { wawm_ \.thnmw\.& MWMQ:&“«- hhw 1:50
opening the b yalves for a half.
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